SPECIAL SPECIFICATION
SECTION 15401S
PLUMBING

PART 1 - GENERAL

1.01 DESCRIPTION OF WORK

A. This spedification, in conjunction with the design drawings and other contract documents,
specifies materials and operations required for the ingdlation of interior plumbing systems.
Systems covered by this document are: domestic hot and cold water; sanitary waste,
drain and vent; laboratory waste, drain and vent; roof drains, and indirect or specid
drains. Operaions include the specification of piping, fittings, vaves, joints, fixtures,
equipment, tests, and disinfection.

B. Ppe and fittings to be used for modifications or additions shal be the same materid
(galvanized sted, copper, €etc.) as the exigting systems being modified, and shal conform
to the following unless otherwise indicated on the gpplicable contract drawings.

1.02 QUALITY ASSURANCE

A. Wedding Materids and Procedures. Shal conform to ASME code for Pressure Piping,
ANSI/ASME B31.1, Power Piping.

B. Employ wdders catified in accordance with ASME Boiler and Pressure Vessdl Code, as
modified by ANSI/ASME B31.1, Power Piping.

C. Brazing: Certify brazing procedures, brazers, and operators in accordance with
ANSI/ASME B31.1, Power Piping, for shop and jobsite brazing of piping work.

D. Soldering: Conform to ANSI/ASME B31.1, Power Piping.

1.03 RELATED SECTIONS

The current editions of the following standards are to be consdered a part of this specification.
They are listed in the order of governance.

A. SandiaNationd Laboratories Standard Specifications
01300 Submittals
02200 Earthwork
09900 Painting
13085S Seismic Protection
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15050S Basic Mechanical Materialsand Materials

15200

Vibration Limits and Control

15083S Pipe and Equipment Insulation

B. American Nationd Standards Indtitute (ANSI)

Bl.1
B1.2
B2.1
B16.1
B16.3
B16.4
B16.5
B16.9
B16.10
B16.11
B16.12
B16.22
B16.23
B16.24
B16.29
B16.34
B31.1
Z358.1

Unified Inch Screw Threads

Gages and Gaging for Unified Inch Screw Threads

Standard Welding Procedures

Cast Iron Pipe, Flanges and Flanged Fittings

Malleable Iron Threaded Fittings Classes 150 and 300

Cast Iron Threaded fittings Classes 125 and 250

Pipe Hanges and Flanged Fittings

Factory-made Wrought Sted Butt welding Fittings

Face to Face and End to End Dimensions of Vaves

Forged Sted Fittings, Socket Welding and Threaded

Cast Iron Threaded Drainage Fittings

Wrought Copper and Copper Alloy Solder Joint Pressure Fittings
Cast Copper Alloy Solder Joint Drainage Fittings

Bronze Pipe, Flanges and Flanged Fittings (Class 150 and 300)
Wrought Copper and Wrought Copper Alloy Solder Joint Drainage Fittings
Vaves - Fanged, Threaded and Welding End

Power Piping

Emergency Shower and Eyewash Equipment

C. Ameican Society for Testing and Materias (ASTM)

A53

A74
A307

Standard Specification for Sted, Black and Hot Dipped, Zinc Coated, Welded
and Seamless

Standard Specification for Cast Iron Soil Pipe and Fittings
Standard Specification for Sted Bolts and Studs, 60,000 psi Tensile Strength
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A518  Standard Specification for Corrosion Resistant High Silicon Iron Castings
B88 Standard Specification for Copper Water Tube

D1785 Standard Specification for Poly Vinyl Chloride (PVC) Plagtic Pipe, Schedules
40, 80 & 120

D2447 Standard Specification for Polyethylene (PE) Plastic Pipe, Schedule 40 and 80

D2466 Standard Specification for Poly Vinyl Chloride Socket-Type Plagtic Pipe
Fittings (Schedule 40)

D2464 Poly Vinyl Chloride (PVC) Threaded Plagtic Pipe Fittings, Schedule 80
D2665 Poly Vinyl Chloride (PVC) Plagtic Drain, Waste, and Vent Pipe and Fittings

D2467 Standard Specification for Poly Vinyl Chloride Socket Type Plagtic Pipe and
Fittings, Schedule 80

D2774 Standard Recommended Practice for Ingtalation of Thermoplastic Pressure
Pping

D2837 Standard Test Method for Obtaning Hydrostatic Design Bads for
Thermoplagtic Pipe Materids

D3222 Standard Specification for Unmodified PVDF Molding Extruson and Coating
Materids

D4101 Standard Specification for Propylene Pladtic Injection and Extruson Materias
American Society of Mechanica Engineers (ASME) Boiler and Pressure Vessel Codes
American Waterworks Association (AWWA): C651 Dignfecting Water Mains
American Welding Society (AWS): Ab.8 Specification for Brazing Filler Metd

G m m O

Federa Specification (FS) Published by the Federal Specification Board: WW-P-401
Cadt Soil Pipe and Fittings for Hubless Cast Iron Sanitary Systems

H. Cast Iron Soil Pipe Indtitute (CISPI)
301 Cast Soil Pipe and Fittings for Hubless Cast Iron Sanitary Systems
I.  Underwriters Laboratories, Inc. (UL)

J.  Internationd Associaion of Mechanica and Plumbing Officids (IAMPO); Conference of
Building Officids (ICBO): Uniform Plumbing Code (UPC)

K. Nationa Fire Protection Association (NFPA) Code 70
L. Nationd Electric Codes (NEC)
Article 110-16
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Article 250-80

Article 384-4

American Gas Associaion (AGA)

Z21.8 Ingdlation of Domegtic Gas Converson Burners

Z1.10.1 Gas Water Heaters Volume |11 Storage, with Input Ratings Above 75,00 BTU
Per Hour, Circulating and Instantaneous Water Heaters

Z21.71 Automatic Intermitent Pilot Ignition Systemsfor Fied Ingdlation

1.04 SUBMITTALS

A.

Where specific manufacturer or model numbers are mentioned in these specifications,
proposed subgtitutions shdl be included in the submittal package furnished to the Sandia
Delegated Representative (SDR) for gpprova before contract award.

Submittas shall be as per Standard Specification, Section 01300.

Fipe materids, valves, equipment, and accessories not listed in this specification under
PART - 2 - PRODUCTS shdl be submitted for gpproval.

Reief vaves require submittals for gpprova.

Backflow preventers require submittals for approva.

PART 2 - PRODUCTS

201

2.02

ACCEPTABLE MANUFACTURERS

Thefirmslisted in Section 2.02, Plumbing Materids, meet the function, qudity, and performance
requirements.

PLUMBING MATERIALS

B.

A. Potable Fiping:

1. Plumbing for potable systems shdl be lead-free per Public Law 99-339, Safe Water
Act.

2. Lead-freeis defined as no more than 0.2 percent lead in solder and solder flux, and
no more than 8 percent lead in pipe and fittings.

Domestic Hot and Cold Water, Non-Potable Water, and Pressure Drain Piping:

1. Above Grade: Piping shall be Schedule 40, galvanized sted pipe, ASTM A3, Grade
A or B, with 150 pound gavanized mdlegble iron screwed fittings conforming to
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ANSl B16.3 or Type L hard drawn copper tubing, ASTM B88, with wrought
copper solder type fittings conforming to ANSI B16.22. Screwed jointsin piping are
restricted to pipe Szes 2" and smdler.

2. Bdow Grade: Type K copper tubing shall be used. Fittings shdl be flared solder type
of brass, bronze or wrought copper.

C. Sail, Wadte, and Gravity Drain Piping: Cast iron soil pipe, fittings and connections shall
comply with CISPI guiddines.

1. Below Grade: Piping shdl be service weight hub and spigot (with gasket) coated cast
iron and shal conform to ASTM A74.

2. Above Grade: Piping shal be Schedule 40, galvanized sted pipe, ASTM A53, with
threaded, galvanized cast iron drainage fittings, ANSI B16.12; or DWV copper pipe
with solder joint DWV wrought copper fittings, or service weight hub-spigot (with
gasket) coated cast iron pipe and fittings conforming to ASTM A74; or hubless cast
iron pipe and fittings conforming to Federa Specification WW-P-401.

D. Vet Fping Piping shdl be Schedule 40 gavanized sed pipe, ASTM AS3, with
gavanized cagt iron or maleable iron screwed fittings conforming to ANS B16.12; or
DWV copper pipe with DWV wrought copper fittings, or service weight hub-spigot (with
gasket) coated cast iron pipe and fittings conforming to ASTM A74; or hubless cast iron
pipe and fittings conforming to Federd Specification WW-P-401. .

F. Roof Drain Leaders:

1. Below Grade: Leaders shdl be service weight hub and spigot coated cast iron and
ghdl conform to ASTM A74.

2. Above Grade: Schedule 40 gavanized sted pipe, ASTM A53, with galvanized cast
iron screwed drainage fittings, ANSI B16.12; or wrought copper DWV with solder
joint DWV fittings, or service weight hub-spigot coated cast iron pipe and fittings
conforming to ASTM A74; or hubless cast iron pipe and fittings conforming to
Federal Specification WW-P-401.

G. PVC Piping: Where PVC piping is specified on the drawings, the following materids and
procedures shal be used. PV C pipe shdl only be used where specified on the drawings.

1. Drain, Wade, and Vent Piping: Drain, wadte, and vent piping and fittings shdl bein
compliance with ASTM D2665.

2. Pressure Rated Piping: Pressure rated piping materid shdl comply with ASTM
D1785, Schedule 40. Use socket fittings with solvent cemented joints complying with
ASTM D2466 and ASTM 2467. Threaded PVC pipe shdl be Schedule 80
minimum wall thickness and fittings shal comply with ASTM 2464.

H.  Equipment Drains And Indirect Wagte: Piping shal be Schedule 40 galvanized sted pipe,
ASTM A53, with gavanized cast iron screwed drainage fittings conforming to ANS
B16.12 or DWV copper pipe with DWV wrought copper fittings in compliance with
ANS| B16.29.
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203 VALVES

A.

NO SOLDERED VALVES PERMITTED.
VALVES MUST BE CERTIFIED ASBESTOS FREE.

Gate: Class 125

1. Screwed: Bronze, bronze trim, risng stem ingde thread union bonnet. Crane No.
430 UB.

2. Hanged: OS&Y iron body, bronze trim, risng stem, Crane No. 465-1/2.
Bdl: 125 ps SWP, 400 psi W.O.G.

1. Screwed: 2 piece bronze body, blow-out proof captive stainless sted stem, teflon
sedls and seats, full ported 316 stainless stedl ball. Nibco T-585-66.

2. Hanged: Class 150, iron body, blow-proof captive stainless sted stem and ball,
double teflon seals and seats. Worcester Series 51.

Globe Class 125

1. Screwed: Bronze, insde screw, union bonnet, regrinding beveled disc; Jenkins Fig.
750.

2. Hanged: Iron, OS& Y, bronze trim, bronze disc, backseated, Crane No. 143.

Butterfly: Class 200

1. Hanged: Sizes 2" to 36"; full bolt pattern, iron body, duminun/bronze disc, sainless
sted shaft, BunaN sedls, lug type for dead end service, gear operator for greater than
4 inch size and lever operator for 4 inches and smaller. Norris Model R3010-43-2K.

2. Threaded: Sizes 1 1/2"to 2 1/2"; High tensle strength cast iron body, ASTM A126
Class B Cadmium plated, with duminum bronze disc, 416 SS shaft, and Hycar O
ring. Norris Model M0110-431-A.

3. Wadfer: Not permitted.

Check, Swing:

1. Screwed: Class 125, bronze, Y pattern, screw cap. Crane No. 37.

2. Hanged: Class 150, stedl, renewable seats, flanged cap. Powell 1561A.

Check, Vertica:

Screwed: Class 125, bronze, spring actuated, inline lift type, TFE seet ring. Nibco T-
480-Y.

2.04 STRAINERS FLANGES AND UNIONS
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2.05

2.06

A. Stranes

1. Screwed: Iron, screwed bronze cap, 20 mesh monel screen for water service. Crane
No. 988-1/2.

2. Screwed: Bronze, screwed bronze cap, 20 mesh dtainless steel screen for water
sarvice. Spirax/Sarco Type BT.

3. Hanged: Iron, bolted iron cap, 20 mesh mond screen for water service. Crane No.
989-1/2.

B. Hanges
1. 1-1/2Inchesand Smdler: Class 150, forged stedl, screwed, ANSI B16.5.

2. 2lInchesand Larger: Class 150, forged steel welding neck, ANS| B16.5.

3. Copper Systems: Class 150, Cast Copper, ANSI B16.23.

C. Unons:

Piping unions shal be of the ground joint type condructed from materids equivdent in
dloy compogtion and drength to other fittings prescribed with which they are used.

Union pressure classes and end connections shdl be the same as the fittings used in the
lines with the unions.

1. Sed unions shal have hardened stainless stedl seating surfaces on both faces.

2. Didectric unions shdl be used to join two dissmilar materids (ferrous and non-ferrous
metdlic.)

CLEANOUTS
Cleanouts shdl have an iron body with heavy brass plugs, except on acid resistant cleanouts.

A. Hoor Cleanout: Shdl be Zurn Z-1400 or Z-1405 (Normal Traffic)
Shdl be Zurn Z-1420-25 or Z-1425-25 (Heavy Tréffic)

B. Wal Cleanouts; Shdl be Zurn Z-1440 or 1445.

C. Acd Resgant Cleanouts. Cleanouts for acid resstant waste lines shdl be of the same
materia as the connecting waste pipes or approved equd.

PLUMBING FIXTURES

Ordinary plumbing fixtures are specified here. Refer to the contract drawings for laboratory and
gpecid equipment. Fixtures shal be white and furnished with al trim and accessories required
for a complete ingdlation. Fixtures shal be provided with stop vaves on both hot and cold
water supplies. Meta trimmings on fixtures and exposed piping to fixtures, unless otherwise
noted, shdl be chromium plated with chromium plated escutcheons. Toilets and lavatories shall
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be mounted on Sandia Delegated Representative (SDR) approved carriers or as indicated on
the drawings.

A.

D.

Toilets

1. Hoor Mounted, Tank Type: American Standard elongated " Cadet”, 2109.416 (18"
high) or 2109.405 (14" high) eongated bowl, water saver, siphon jet closet, Olsonite
#95 open front seat.

2. Hoor Mounted, Flush Vave Type American Standard "Madera’, No. 2221.018,
water saver, Sphon jet closet, dongated bowl with Soan Royd 110FYV flush vave
and Olsonite #95 white open front seat.

3. Wal hung, Hush Vave Type American Standard "Afwall", No. 2477.024, water
saver, top spud, sphon jet closet, dongated bowl with Soan Roya 111 flush vave,
Ol sonite #95 white open-front sedt.

Urind:

American Standard "Washbrook”, No. 6500.010, wall-hung with Soan Royad 186 1.0
gpm flush vave and approved wal hanger.

Lavatories & Faucets:

1. Kohler "Farmington”, No. K2900, in-counter mount with wire rim, white enamelled
cast iron ova bowl, 4 in. faucet centers.

2. Kohler "Hudson", No. K2861, wall-mount, white enamdled cast iron bowl, 4 in.
faucet centers.

3. Faucet: Bradley, No. 90-75, 4 inch centers, barrier free metering.

Sarvice Snk:

1. Crane, No. 7-563, Wall-mounted, 24 inch x 20 inch, acid resstant, enameled cast
iron bowl with stainless rim guard, R 8758 mixing faucet, and cast iron trap standard
with brass cleanout plug and drainer.

2. Kohler, No. K-6710, Floor-mounted, white enamelled cagt iron, with wire rim guard,

chrome faucet with lever handles, vacuum bresker, rubber hose and wall hook, with
No. K9146 perforated strainer.

Wal Hydrant:

Wade No. W-8600, freeze-proof, ¥4" hose connection, with vacuum breeker, polished
brass with fixed key.

Drinking Fountains, Electric:

New drinking fountains shdl be barrier-free. Haws Model No. HL011.8HO. Dud
Fountain heights, heavy gauge stainless sted congtruction with No. 4 stin finish, provided
with 3 wire grounding type cord and plug, UL listed.
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G. Emergency Shower and Eyewash

1

Insde: emergency showers and eyewash dations are to be barrier-free. Bradley,
Model No. S19-310BF, stainless sted bowl and Face Spray Ring. Provisons for
vertical or horizonta supply. Shower vave to be 1" IPS stay-open bdl vave.
Eyewash valve to be 3/4" IPS stay open hand operated ball vave. Units shal meet
ANS| 7358.1.

Outsde: emergency showers and eyewash daions are to be frostproof. Bradley
Model No. S19-310HFP, stainless stedd bowl and face spray ring.  Provisions for
vertical or horizonta supply. Shower vave to be 1" IPS stay-open bdl vave.
Eyewash valve to be 3/4" IPS stay open hand operated bal vave. Units shal meet
ANS| Z358.1.

207 EQUIPMENT

Equipment required for ingalation on this contract shal be as specified and as shown on the
gpplicable contract drawings and shdl be furnished complete with accessories normally supplied
with the catalog item listed and other accessories necessary for a complete and satisfactory
operating system.

A. Domestic Water Heaters:

1

Domesgtic water heaters shal be stock catdog item of standard manufacturer, glass
lined, and unconditionaly guaranteed for a minimum of 10 years. Insulation shdl be
fiberglass with minimum Rvalue of 5. Tank shal be nameplate rated for 127.5 psig
(minimum working pressure) and shdl be congtructed, certified and stamped to meet
ASME Boiler and Pressure Vessd Code.

Two copies of the manufacturer's Data Sheets shdl be submitted to the SDR for
approva and record keeping.

Dip tubes, hot and cold water supply nipples, and baffles or heat traps used in the
tank shal be made to withstand a temperature of 4000F without deteriorating in any
manner.

Gas burners shdl be of the high recovery type and AGA and UL listed. Electric water
heaters shdl be UL ligted.

Water heaters shal be provided with ASME Boiler and Pressure Vessdl Code
certified and stamped combination temperature and pressure relief valves with test
lever.

B. Hot Water Storage Tanks:

1

Tanks shall be congtructed, certified and stamped to meet ASME Boiler and Pressure
Vessd Code. Tanks shdl be glass lined, and provided with a thermometer and
thermometer well ingtaled at the points where the water enters and leaves the tank.

Tanks 80 gdlons and larger shdl have a 12" x 16" manhole.
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Tanks, regardless of sze, shal be provided with an ASME combination temperature
and pressure relief valve with test lever.

Two copies of the manufacturer's Data Sheets shdl be submitted to the SDR for
approva and record keeping.

C. Temperaure and Pressure Rdlief Vaves

1
2.
3.

All temperature and pressure relief valves shdl be in compliance with UPC.
Rdief vaves shdl be factory set; ASME listed, certified, and stamped.

Reief vaves shdl be szed to rdlieve the unregulated capacity of the Pressure
Regulating Vave (PRV), burner, or heating e emen.

PART 3 - EXECUTION

3.01 PLUMBING INSTALLATION

A. Contamination Prevention:

1
2.

Pipe interiors shal be kept free of debris.

Interior surfaces of potable water pipes, valves and fittings shall be protected against
contamination, as well as debris  All openings in pipdines shdl be cosed with
watertight plugs when work is hadted on the sysem. Seding and packing materias
shdl not support the growth of bacteria. Trenches that become wet shall be treated
with calcium hypochlorite granules to prevent bacterid growth.

B. Genad:

1

Plumbing accommodations in government facilities shal conform to 28 CFR Part 36,
Nondiscriminaion on the Bads of Disability by Public  Accommodations in
Commerdd Fadlities.

Pumbing ingdlation shdl be coordinated with respect to space available for heeting,
ventilating, and dectrica ingdlation. In case of conflict in the routing of the piping and
the ducting, the routing of the ducting shal govern. Indaled piping shdl not interfere
with the operation or accessibility of doors or windows, shdl not encroach on aides,
passageways, and equipment; and shall not interfere with the servicing or maintenance
of equipment. Pipe shdl be cut accurately to measurements established at the
condruction site and shdl be worked into place without springing or forcing, properly
clearing al openings and equipment. Pipe shal not be bent. Cutting or weakening of
sructura membersto facilitate piping indalation is not permitted.

Plumbing ingdlation shal maintain the working spaces around dectrical equipment as
required by NEC articles 110-116, 250-80 and 384-4, and SNL Electricd Safety
Bulletin Vol. 1,23 and 4. Replacement of existing metd water piping shal not occur
without first ascertaining how the dectrical ground system is configured.
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4. Pipes shdl have burrs removed by reaming and shdl be so ingdled as to permit free
expangion and contraction without damage to joints or hangers. Piping above ground
ghdl be run pardld with the lines of the building unless otherwise noted on the
drawings. Unless otherwise shown on the drawings, horizonta piping shdl pitch
down in the direction of flow with grade of not less than 1" in 40 fest. PFiping
connections to equipment shall be in accordance with details shown on the drawings.
Service pipe, vaves, and fittings shal be kept a sufficient distance from other work to
permit finished covering not less than 1/2" from such other work, and not less than
1/2" between finished covering on the different services.

C. Reducers: Reduction in pipe sizes shdl be made with one-piece reducing fittings. Forged
bushings reducing at least two pipe sizes will be ACCEPTABLE ONLY when thereisno
room for manufactured reducing couplings or swaged nipples. Cast bushings ARE NOT
acceptable.

D. Unions. Unions shdl be inddled a dl equipment, instruments, and down stream of
valves.

E  Inddlaion of Vdves DO NOT SOLDER VALVES IN PLACE. Vaves shdl be
indaled at the locations shown on the drawings and where specified. Gate vaves shdl be
used unless otherwise shown, specified, or directed by the Sandia Deegated
Representative (SDR). All vaves shdl be indaled with their sems between the horizontal
the the 90 degree vertica. Where tight shutoff is required, a compostion seat globe
vave or reslient seet bal vave shdl be used. Provide accessto al conceded valves by
means of access doors furnished and ingtalled by the Contractor.

F. Hangersand Supports:.

1. Piping, unless otherwise directed by governing documents or the SDR, shdl berigidly
supported from the building structure by means of adjustable ring-type hangers.
(WELDING TO BUILDING STRUCTURE WILL NOT BE PERMITTED.)
Where pipes run side by side, support on rod and angle iron or Unistrut trapeze
hangers. Hanger pacing shdl be asfollows.
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Sted Fiping Maximum Spacing

3/8" and under 4'-0"

1/2" through 1" 7'-0"

1-1/4" through 4" 10'-0"

5" through 8" 16'-0"

10" and larger 20-0"

Copper Piping Maximum Spacing
3/8" and under 4'-0"

1/2" through 3/4" 6'-0"

1" through 1-1/2" 8-0"

2" and larger 10'-0"

Padtic Piping Maximum Spacing
All 9zes 4'-0"

Cad Iron Piping Maximum Spacing
5'lengths 5-0"

10' lengths 10'-0"

Hubless At every joint

2. Round rods supporting the pipe hangers shal be of the following dimensions.

3/8" to 2" pipe 3/8" rod
2-1/2" to 3" pipe 1/2" rod
4" to 5" pipe 5/8" rod
6" pipe 3/4" rod
8" through 12" 7/8" rod
14" through 16" 1" rod

3. Rods for trapeze hangers shdl be a minimum of 3/8" and shdl have the equivdent
cross section listed above per pipe supported. The use of pipe hooks, chans,
perforated iron strapping or wire for pipe supports WILL NOT be permitted.

4. Hanger rods shdl be gavanized carbon sted per ASTM A307, Grade B, threaded

per ANSI B1.1 coarse thread series, Class 2A fit. Hanger rods shdl have minimum

6" threaded ends. Double nut all hangers or use a safety tab.

Pace a hanger within 1'-0" on both sides of each horizonta elbow.

Hanger rods shal be indaled verticaly. No offset in hanger rods will be permitted.

Use hangers which are verticdly adjustable 1- 1/2" minimum &fter piping is erected.

Use copper straps on copper pipe and ferrous hangers on ferrous pipe.

© © N o O

Soft copper tubing, where permitted, shal be fastened to the building structure with
Unigrut-type copper pipe clamps and spaced not more than 4-0" apart.
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10. Fasten vertical pipes to rigid structurd members at each floor or at 10-0" maximum
gpacing, unless otherwise directed.

11. On 4" and larger piping, ingdl hangers adjacent to (within 1'-0" on each sde) Al
drainers, check valves, valves, and dl flanged items.

12. "C" damp gyle hanger shdl only be ingaled with retaining dip.

13. Insulated pipes shdl be protected usng gadvanized sed shidd smilar to Grinne
Figure 167 or 3600 gdvanized stedl shield by Pipe Shields Inc. or anh SDR approved
equd.

G. Jints

1. Cad iron pipe joints shal be made in accordance with the Uniform Plumbing Code,
Section 802.

a. Caulked joints for bel and spigot water pipe shdl be made with non-toxic
materials in accordance with UPC, 802(a).

b. Compresson joints for bell and spigot pipe shdl have flexible, compresson
factory-fabricated joints composed of a neoprene gasketing system in accordance
with UPC, 802(K).

c. Hubless joints shdl conform to standard specification 301 of the Cast Iron Sail
Pipe Indtitute, and Federd Specification WW-P-401 in above ground systems.

2. Hanged Joints. All flanged joints shall be face matched. Raised face flanges shdl not
be mated to flat-faced cast-iron flanges on valves or equipment. The raised face must
be machined flush. All flange bolt holes shdl draddle the horizonta and vertica
centerlines unless otherwise noted.  Bolting shdl comply with ANSI/ASME B31.1,
Power Piping.

a. Inddl insulaing kits on flanges connecting dissmilar metds (such as sed to
copper) to prevent eectrolytic action.

b. Thefollowing procedure shdl be followed when making fina assembly of a bolted
flangejoint.

1. Place the gasket on the gasket seating surface and bring the cover flange in
contact with the gasket. Do not glue the gasket in place.

2. Ingdl dl bolts, making sure they are free of dirt and grit, and are well
[ubricated.

3. Run-upadl nutsfinger tight.

4.  Deveop the required bolt stress in a minimum of four seps. (1) stress the
bolts to about 30% of their required stresses, tightening one bolt after
another in a clockwise motion, (2) stress to about 60%, tightening each
bolt one after the other in a clockwise manner, (3) tighten to about 90%,
and (4) perform find tightening, again in a dockwise manner.
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3. Screwed Joints:  Screwed pipe joints shal have American Standard Taper Pipe
Threads, ANS| B1.2. Burrs formed when cutting pipe shdl be removed by reaming.
Care shdl be taken that the indgde of pipe is thoroughly clean and free of cutting oil
and foreign matter before inddlation. The joints shal be made perfectly tight by the
use of Teflon tape or gpproved Teflon thread sedling and Iubricating compound.

4. Brazed/Soldered Joints:

a. Cut tube ends square. Ream, remove burrs, and size.

b. All joints in piping systems with pressure above 100 psig or service temperature
above 200 °F shall be brazed.

c. Brazed copper to copper joints shal be made with a slver brazing dloy
conforming to AWS A5.8, BCuP-5 (15% slver). Joints shdl comply with
ANSI/ASME B31.1 Power Piping.

d. Brazed copper to brass, or copper to stainless sted joints shall be made with a
slver brazing dloy conforming to AWS A5.8, BAg-7 (45% silver). Joints shal
comply with ANSI/ASME B31.1 Power Piping.

e. All solder joints, for copper tubing, shal be made with 95-5 tin-antimony solder
with the following exception:

Solder containing antimony SHALL NOT be used to join metals containing zinc
(eg., gdvanized iron, gavanized sed, and brass).

f. Usesand cloth or a sted wire brush to clean surfacesto be joined. Sted woal 1S
NOT permitted.

H. Cross-Connection Control:

1. A backflow prevention assembly (BFP) shall be ingtalled to prevent cross-connection
contamination between potable water sysems and non-potable or potentidly
polluted, or contaminated systems, such as a drainage systems, soil lines, fire
protection lines or chemical lines.

2. All potable water fixture outlets with hose attachments, such as hose bibbs, yard
hydrants, janitor sinks and lab sinks, shall be protected by an approved (SDR or
IAMPO) vacuum breaker device.

3. Backflow prevention (BFP) assemblies shal be approved by the Foundation for
Cross Connection Control and Hydraulic Research, University of Southern Cdifornia
(USC-FCCCHR) and IAPMO.

4. Backflow prevention assemblies used or ingtaled under this contract shal be tested
by a"Certified Backflow Control Assembly Tester" who possesses a current (within
three (3) years from date of issuance) certificate thet confirms successful completion
of an approved (SDR specified or USC-FCCCHR or Colorado Environmenta
Training Center, Golden, Colorado) training course.

5. The Contractor shall perform an operational test on any new or relocated backflow
prevention assemblies used or indtdled under this contract. Passng backflow
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preventers shal be labdled with a tag indicating: test performed, tester's initids and
date.  Teding documentation shal be submitted to the Sandia Deegated
Representative (SDR).

6. Repairsto BFPs shdl be made with origina manufacturer's parts.

7. Piping downstream of BFPs shdl be labdled non-potable or NPW in accordance
with SNL Specification 15050.

Drans;

1. Dransindicated on the drawings in connection with water digtribution systems shal be
1/2" bronze valves (gate) with bronze caps or plugs, unless otherwise noted.

2. Additiond drains shdl be indaled a low points on the hot water and cold water
piping to ensure proper draining of the system, and al piping shdl pitch to the drains.
Hose bibbs (3/4"), with integral vacuum breaker, shall be provided as drain valves at
low points.

J. Equipment Connections:

1. All piping connections to pumps and other equipment shal be ingaled without train
at the pipe connection of the equipment.

2. The Contractor shal be required as directed by the Sandia Delegated Representative
(SDR), to remove the bolts in flanged connections or disconnect piping to
demonstrate that the piping has been so connected.

3. Pipe connections to equipmert shal be made with unions, flex connectors, flanged
fittings or grooved couplings.

4. Eccentric reducers are required a pumps and other equipment for air removal.
5. Ingtal water heaters per AGA Z221.8, 221.10.1 and Z21.71.

K. Air Chambers (Shock Absorbers): Sizes and locations of shock absorbers shal be as
indicated on the drawings and shdl be ingtaled in an easily accessible location.

L. Didectric unions shal be used to connect dissmilar metals (such as stedl to copper) to
prevent electrolytic action.

M. Inaulationof al pipes, vaves, fittings, and equipment shal be in accordance with Standard
Specification, Section 15250, unless noted otherwise on the drawings.

N. Identification and Labes: All plumbing sysems shdl be labded and identified in
accordance with Standard Specification, Section 15050.

O. Chlorine Injection Port: A 3-way bdl vave or an SDR approved cleanout port shal be
ingdled on the new line directly off of the exigting main to aide in the Serilization tests of
new water lines.

P. Rdidf vaves
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Q.

R.

1. Discharge from rdief vaves located indde buildings shdl be piped full sze and
extended to the outside of the building. Potable water lines shdl either be turned
down towards the ground and terminated between 6" and 2 feet above the ground, or
be piped to adrain. Potentiadly contaminated lines must be directed via pipdinesto a
closed drain. Piping shal be doped 1/8" per foot.

2. No vaves of any type shal be placed between the relief vave and the equipment to
be protected.

Escutcheons shdl be provided a wall, ceiling and floor penetrations of piping in occupied
aress.

Access doors shdl be provided where maintenance access is required (at shut-off valves,
BFPs, etc.)

3.02 SOIL, WASTE, AND VENT PIPING INSTALLATION

A.

B.

C.

D.

Gengd: Soil, waste, and vent piping systems shdl be complete as indicated on the
drawings with connections to al equipment requiring waste connections. Horizonta drain
and waste pipes shall be given a grade of 1/4" per foot where possible, but in no case less
than 1/8" per foot. Horizontal vent pipes shall be pitched up to the vent stacks without
forming traps in pipes. Verticd vent pipes may be connected into one main vent riser not
less than 18" above vented fixtures. Where an end or circuit vent pipe from any fixture or
line of fixturesis connected to a vent line serving other fixtures, the connection shal be 4-
0" minimum above the floor on which the fixtures are located, to prevent the use of any
vent line as a wadte.  All excavation and backfill shal be in accordance with Standard
Specification, Section 02200.

Fttings: All changes in pipe Sze on waste and drain lines shal be made with reducing
fittings. All changesin direction require a cleanout and shal be made by the gppropriate
use of wyes, half wyes, and long sweep bends, except that sanitary tees may be used on
verticd stacks, and short quarter bends or elbows may be used in waste lines where the
change in direction of flow is from the horizontd to the verticd. Where it becomes
necessary because of space conditions to use short radius fittings in any other locations,
an gpprova SHALL BE obtained before they are ingtdled.

Cleanouts. Cleanouts shal be of the same size as the pipe, except that cleanout plugs
larger than 4" WILL NOT be required. Cleanouts ingaled in connection with cast iron
soil pipe shdl congst of along sweep quarter bend or one or two eighth bends extended
to an easly accesshble location, or as indicated on the drawings. Where cleanoutsin
connection with threaded pipe are shown and are accessible, they shdl be cast iron
drainage T-pattern, 90 degree branch fittings with square head brass screw plugs of the
same Sze asthe pipe, up to and including 4".

Vent Pipes Vent pipes less than 2" in Sze shdl be increased to 2" before extending
through roof to prevent frost closure. Vent pipes 2" and larger shdl extend through roof
full sze. Ventsshdl extend at least 6 inches above the roof and 6 inches from any vertica
asurface. Each vent shdl terminate not less than 10 feet from or at least 3 feet above any
window, door, opening, air intake, or vent shaft. Vent pipes shdl be flashed and made
water-tight at the roof in accordance with the architectural standards.
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Prohibited Fittings And Connections: No lead flashing, running threads, bands or saddles
shal be used in the drainage system. No drainage or vent piping shdl be drilled, tapped,
welded, or brazed. Hed or sde-inlet quarter bends shal not be used when the inlet is
placed in a horizontal postion as a vent. Any fitting or connection that offers abnorma
obstruction to flow through a drain is prohibited. No long screws or bushings shdl be
used. No street ebows.

3.03 PVCPIPINGINSTALLATION

3.04

Where PVC is prescribed, ingal per ASTM D2774. The following procedure shdl be used
when ingaling PVC pipe.

A.

B.

C.

Joints, Threaded Connection:  Threading of PVC pipe is permitted on Schedule 80 or
heavier.

Supports: Support a end of branches and at changes of direction or elevation. Follow
manufacturer's recommendations for clamping procedures, to control therma expansion.

Exposed Piping: PVC piping, with the exception of vents, shdl not be exposed to UV
radiation (sunlight), per UPC 315.3. Exposed vents shall be protected by a water-based
synthetic paint.

POLYPROPYLENE (FUSEAL) PIPING INSTALLATION

A.

C.

Generd: Fusion and mechanicd joints shdl be ingtaled by experienced pipefitters and as
per the manufacturer's ingructions. The Contractor shall provide adl tools and equipment

necessary for proper ingtalation.

Horizonta Piping: Support horizontal piping a end of branches, and at change of
direction or eevation. Clamp piping where shown to control therma expansion, per
manufacturer's recommendations.

Verticd Piping: Support risers with standard riser clamp or wall brackets.

Mechanicd Joints. Circumferentia grooves in the pipe shdl not exceed 0.030 inches
depth when mechanicd joints are used.
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3.05 HXTUREAND EQUIPMENT INSTALLATION

A.

Generd: All fixtures and equipment shdl be ingtaled complete with al accessories and
trim required for proper ingtalation.

Temporary Strainers: or "dart-up” socks shal be inddled at each new drainer and at
each pump inlet, and alowed to remain in place for the firs 24 hours of equipment
operation.

Fixtures. Fixtures shadl be firmly bolted to wall, floors, or carriers in accordance with the
manufacturer's roughing-in and setting requirements and drawings. Proper provision for
hanging and setting fixtures and accessories shdl be made by the Contractor during
building condruction. Where "rough-in only" is specified, rough-in shdl incdlude stop
vaves on dl sarvice lines and waste line shal be capped, reedy for ingdlation of trap by
others. All fixtures shdl be ingdled square with the wall, in ling, and level to provide a
workmanlike and uniform appearance.

Equipment:  Equipment shdl be ingtdled in accordance with the manufacturer's directions
and shall be supported and fastened in a satisfactory manner. Piping connections to the
equipment shal be made with union or flanged connections for easy remova and shdl be
ingalled without strain at the pipe connection to the equipment. The Contractor may be
directed to disconnect the unions or remove the flanges to demondrate ungrained
dignment.

Traps. Each fixture and piece of equipment connecting to the drainage system shdl be
equipped with atrap. Each trap shdl be placed as near to the fixture as possible and no
fixture shal be double-trapped.

3.06 TESTS

A.

B.

Generd: All plumbing, piping, equipment, and fixtures ingtalled under this contract shall be
inspected and tested before insulation is installed, by the Contractor in the presence of the
Sandia Delegated Representative (SDR), and approved before acceptance.  All labor,

materia, and equipment required for testing shdl be furnished by the Contractor. The
Contractor shal be responsble for dl repairs and retesting as required.  All instruments
and other equipment whose safe pressure range is below that of the test pressure shdl be
removed from the line or blanked off before gpplying the tests. Prior to performing
hydrogtatic tests, (see below), dl lines shdl be "blown" free of al loose dirt and foreign
particles. The lines shdl then be thoroughly flushed with weter a a sufficient flow rate and
period to ensure complete cleaning of the lines of dl dirt, scae, and foreign matter.

Saidfactory deaning and flushing of the lines shal be subject to approva by the SDR.

Water Sysem: Upon completion of the roughing-in and before setting fixtures, the entire
hot and cold water piping systems indaled under this contract shal be hydrostatically
tested at a pressure of not less than 125 psig for 2 hours and proved tight at this pressure.
Where a portion of the water piping system is to be concealed before completion, this
portion shall be hydrostaticaly tested separately in the same manner as prescribed for the
entire system.

Sanitary Sysem: The sanitary soil, waste and vent piping ingtalled under this contract shall
be tested by plugging al outlets and filling the lines with weter to the level of the highest
vent stack above the roof. The system shdl hold this water for one hour without showing
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adrop greater than 3". Where only a segment of the system is to be tested, the test shall
be conducted in the same manner as prescribed for the entire system, except that a
verticd dack 10 feet (or height as recommended by the UPC) above the highest
horizontd line to be teted may be inddled and filled with water to maintain sufficient
pressure, or a pump may be used to supply the required pressure. Suitable fittings, such
as plugged tees, shdl be ingaled by the Contractor if needed to isolate portions of the
system for testing purposes. The pressure shal be maintained for one hour. All joints
shal be ingpected for vigble leeks. All soil or waste piping located underground shdl be
tested before backfilling.

D. Hnd Pumbing Fixture Test: Upon inddlation of the plumbing fixtures, gppurtenances or
appliances having water and/or waste connections, and prior to the genera use thereof, al
water and waste connections shdl have been proved tight, without defects or legks by
such operating tests as directed by the SDR.

3.07 DISINFECTION

Piping ingtalled under this contract shdl be disinfected per AWWA C651 beforeiit is placed in
operation. Follow one of two methods from AWWA C651, section 5.2.

A. Continuous Feed Method:

1. Place cdcium hypochlorite in pipe sections when ingdling pipe or inject liquid chlorine
into the system via the injection port. Pipe is filled with water and chlorine
concentration shal remain at 10 mg/l for aminimum of 24 hours. During thistime, dl
vaves in new section will be cycled open and closed to dlow for adequate
disnfection. Vaves connecting the new or repaired line with mains in active service
shdl remain closed to prevent chlorine pollution.

2. Samples shal be drawn at 1, 4, 8, 12, 16, 20, and 24 hour marks to determine the
chlorine concentration. Acceptable tests are the DPD drop dilution method (AWWA
C651, Appendix A) or the High Range Test Kit. The tests shall be done by the
contractor or other SDR designee and witnessed by the SDR. The results shdl be
recorded for auditing purposes.

B. Sug Method:

1. Smilar to the continuous feed method. Follow AWWA C651 section 5.3. Chlorine
concentration to be 100 mg/l for a minimum of 3 hours. During this time, dl vaves
shall be cycled open and closed to dlow for adequate disinfection. Vaves connecting
new or repared lines with mains in active service shdl remain closed to prevent
chlorine pollution.

2. Samples shal be drawn every 15 minutes to determine concentration. Acceptable
tests are the DPD drop dilution method or the High Range Test Kit. The tests shall
be conducted by the contractor or SDR designee and witnessed by the SDR. The
results shall be recorded for auditing purposes.
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C. Reparing or Cutting into Exising Mans:

1. New interior piping surfaces shdl be swabbed with a 1% hypochlorite solution. The
section being modified shdl be subjected to a high chlorine disinfection process per
AWWA C651, section 9. The concentration shal be a minimum of 300 mg/l for 15
minutes.

2. Samples shdl be drawn before the chlorineis injected and every 5 minutes theresfter.
Chlorine concentration shal be tested by the contractor or SDR designee using the
High Range Test Kit. SDR shdl witness the test and results shall be recorded.

D. Hushing:

1. After the lines have been chlorinated using one of the above methods, it becomes
necessary to flush the lines with water until test sample indicates that the water is
suitable for drinking. The residua chlorine concentration in the water is to be between
0.2 and 2.0 mg/l, as measured using a Low Range Test Kit. The test shdl be
witnessed by SDR or other SDR designee and the results recorded.

2. Heavily contaminated water shdl be disposed of or neutralized under the direction of
SNL Pollution Prevention and Environmental Monitoring Department, 7725.

E. Bacteiologica Teding:

1. All new and modified weter lines require testing for coliform organiams per AWWA
C651, sections 7 and 9.5. The testing shall occur after successful chlorination and
flushing of the lines. Samples shdl be taken from the new line in sodium thiosulfate
treated serile bottles and andyzed as specified by Standard Methods for the
Examination of Water and Wagtewater. Andyss, a the discretion of the SDR
representative shal be performed by SNL Industrid Hygiene or an independent
laboratory.

2. Reallts shdl be recorded with the origind documentation of results attached. These
will be used for auditing purposes.

3. Waer lines WILL NOT be accepted until a negetive bacteriologica test is
performed. Lines will be chlorinated and flushed repeatedly, at no additiona cost to
SNL, until such anegative test is accomplished.

F.  In order to minimize water service downtime; digtribution lines that have been wholly or
partialy dewatered, hydrogtaticaly tested, treated with chlorine, and sampled for bacteria,
may be returned to service prior to the results of the bacteriologicd testing.

END OF SECTION
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